DroSibas datu lapa saskana ar grozijumiem (EK) Nr. 1907/2006
Lappuse 1 no 15

DDL nr : 483045
V003.0

Ceresit CN80 Parskatisana: 06.11.2024
drukasanas datums: 11.08.2025
Aizstaj versiju no: 27.07.2022

1. IEDALA:Vielas/maisijuma un uznémeéjsabiedribas/uznémuma identificéSana

1.1. Produkta identifikators
Ceresit CN80
UFI: AYRE-6XK1-H20M-KKKT

1.2. Vielas vai maisijuma attiecigi apzinatie lietojuma veidi un tadi, ko neiesaka izmantot
Paredzgtais pielictojums:
Gridu izlidzinoSie maistjumi

1.3. Informacija par drosibas datu lapas piegadataju

Henkel Balti OU
Sobra 61

50106 Tartu
EE

Talrunis:  +372 (7) 305 800

SDSinfo.Adhesive@henkel.com
Lai iegiitu drosibas datu lapas atjaunindjumus, lidzam apmekl&t miisu vietni www.mysds.henkel.com vai www.henkel-
adhesives.com.

1.4. Talruna numurs, kur zvanit arkartas situacijas
112

Saindesanas informacijas centrs
Hipokrata iela 2, Riga, LV-1079
Talr.: (+371) 67042473

2. IEDALA. Bistamibas apzinaSana

2.1. Vielas vai maisTjuma KlasificéSana

Klasificésana (CLP):

lIKairinoss adai 2. kategorija
[IH315 Kairina adu.

"Nopietni acu bojajumi 1. kategorija
I |H3 18 Izraisa nopietnus acu bojajumus.

I IKonkréta mérka organa toksicitate - vienreizgja iedarbiba 3. kategorija

I |H335 Var izraisit elpcelu kairinagjumu.

2.2. Etiketes elementi

Etiketes elementi (CLP):
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Satur Portlandcements, ar zemu hromatu saturu

Dumvadu putekli, portlandcements

2.3. Citi apdraudéjumi
Hromatu saturs samazinats. Satur cementu. Reakcija ar mitrumu rada stipri sarmainu vidi, tad€] aizsargat adu un acis.

Talak noraditas vielas ir koncentracija, kas ir > par koncentracijas robezvertibu, kura noradita 3. iedala, un atbilst
PBT/vPvB kritérijiem vai ir identificétas ka tadas, kuram piemit endokrini disruptivas ipasibas (ED):

Sis maisTjums nesatur nevienu vielu koncentracija, kas ir > par koncentracijas robezvertibu, kas noradita 3. iedala un kuras ir
novértétas ka PBT, vPvB vai ED.

3.2. Maistjumi
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Sastavdalu deklaracija saskana ar Regulu (EK) Nr. 1272/2008:
Bistamas sastavdalas Koncentracija Klasifikacija Specifiskas Papildu
CAS Nr. robeZkoncentracijas, M informacija
EB Numeris koeficienti un ATE
REACH registracijas Nr.
Silicija dioksids, kvarcs 60-< 80 %
14808-60-7
238-878-4
Portlandcements, kimikalijas 10-< 20 % Skin Irrit. 2, H315 Skin Irrit. 2; H315; C>1 %
65997-15-1 Skin Sens. 1, H317 ED 1; H318; C>1%
266-043-4 Eye Dam. 1, H318
STOT SE 3, H335
Dumvadu putekli, 10-< 20 % Skin Irrit. 2, H315
portlandcements Skin Sens. 1, H317
68475-76-3 Eye Dam. 1, H318
270-659-9 STOT SE 3, H335
01-2119486767-17
Kalcija hidroksids 1-< 5% Skin Irrit. 2, Adas, H315 EU OEL
1305-62-0 Eye Dam. 1, H318
215-137-3 STOT SE 3, Ieelposana, H335
01-2119475151-45

Ja netiek paraditas ATE vértibas, ladzu, skatiet LD/LCS0 vértibas 11. iedala.
Bistamibas apziméjumu (H ) izklastijjumu un citu saTsinajumu pilnus tekstus skatit 16. nodala “Cita informacija”.

4. IEDALA. Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

Vispargja informacija:
Veselibas traucgjumu gadijuma meklet medicinisku palidzibu.

Ieelposana:
Izvest cilveéku no putekliem piesarnotas zonas, ja nepiecie$ams, mekl&t medicinisku palidzibu.

Saskare ar adu:
Noskalot ar tekoSu tdeni un ziepém. Apkopt adu. Nekavgjoties novilkt piesarnoto apgerbu.

Saskare ar actm:

Nekavéjoties skalot ar lielu daudzumu tekosa Gdens (vismaz 10 mindtes). Novilkt piesarnoto apgérbu. Uzlikt sterilas marles
apseju, meklet medictnisku palidzibu slimnica.

Neberzet acis; mehaniska darbiba var izraisit radzenes bojajumu.

NoriSana:
Izskalot muti un kaklu. Izdzert 1-2 glazes tidens. Meklét medicinisku palidzibu.

4.2. Svarigakie simptomi un ietekme — akiita un aizkavéta
ELPOSANA: Kairinajums, klepus, elpas trikums, kriiSu kurvja sasprindzingjums.

ADA: Sarkanums, iekaisums.
P&c saskares ar acim: kodigs, var izraisit paliekoSus acu bojajumus (redzes traucgjumus).

4.3. Norade par nepiecieSamo neatliekamo medicinisko palidzibu un ipasu apripi
Skatit nodalu: Pirmas palidzibas pasakumu apraksts

5. IEDALA. Ugunsdzesibas pasakumi
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5.1. Ugunsdzesanas lidzekli
Piemérotie ugunsdzesanas lidzekli:
oglekla dioksids, putas, pulveris, izsmidzinata @idens strikla, smalki izsmidzinats tidens

Ugunsdzésanas lidzekli, kadus nedrikst lietot drosibas apsvérumu dél:
Augsta spiediena tdens strikla

5.2. Ipasa vielas vai maisTjuma izraisita bistamiba

Ugunsgréka gadijuma var izdalities oglekla monoksids (CO) un oglekla dioksids (CO2).
5.3. Ieteikumi ugunsdzeésejiem

Valkat autonomos elpoSanas aparatus.

Valkat aizsardzibas aprikojumu.

6. IEDALA. Pasakumi nejausas nopliides gadijumos

6.1. Individualas drosibas pasakumi, aizsardzibas lidzekli un procediiras arkartas situacijam
Valkat aizsardzibas aprikojumu.

Nepielaut nokliSanu uz adas un acis

Nepielaut puteklu veidosanos.

6.2. Vides drosibas pasakumi
Neizliet kanalizacija / virsidenos / gruntsiidenos.
Gadijuma, kad produkts izpliidis kanalos vai notektidenu sistémas, informéet varas organus.

6.3. IerobeZoSanas un savakSanas panémieni un materiali
Piesarnoto materialu likvidét ka atkritumus saskana ar 13. iedalu.
Savakt mehaniski.

6.4. Atsauce uz citam iedalam
Skatit informaciju 8. iedala.

7. IEDALA. LietoSana un glabasana

7.1. Piesardziba dros$ai lieto$anai
Nepielaut puteklu veidoSanos.
Izvairities no saskares ar adu un acim.

Higiénas pasakumi:
Pirms darba partraukumiem un p&c darba pabeigSanas nomazgat rokas.
Darba laika ne€st, nedzert vai nesmekeét.

7.2. Drosas glabasanas apstakli, tostarp visu veidu nesaderiba

Uzglabat noslégta originalaja tvertné.

Uzglabat vésa, sausa vieta.

Stingri izvairtties no temperatiiram zem 0 °C un virs +50 °C.

Neuzglabat kopa ar partiku vai citiem patérina priek§metiem (kafiju, t&ju, tabaku un citiem).

7.3. Konkréts(-i) galalietosanas veids(-i)
Gridu izlidzinoSie maisijumi
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8. IEDALA. Iedarbibas parvaldiba/individuala aizsardziba

8.1. Parvaldibas parametri
Darba vides riska limiti

Attiecas uz
Latvija

Sastavdala [Viela, uz kuru attiecas
reguléjums]

ppm

mg/m’

Vértibas tips

Islaicigas iedarbibas
kategorija / Piezime

Reguléjumu
saraksts

Silicija dioksids, kvarcs

14808-60-7

Silicija dioksids, kvarcs

14808-60-7

[Ieelpojamie kristaliska silicija dioksida
putekli, Ieelpojama frakcija]

Silicija dioksids, kvarcs

14808-60-7

[leelpojamie kristaliska silicija dioksida
putekli]

0,1

0,1

0,1

Laika sveértais vidgjais:

8 stundu iedarbibas
robezvértiba:

Laika svértais vidgjais:

EU OELIII

LV CAR

LV OEL

Cement, portland, chemicals
65997-15-1
[Cements (portlandcements)]

Laika sveértais vidgjais:

LV OEL

Calcium dihydroxide

1305-62-0

[KALCUA DIHIDROKSIDS (FRAKCIJA,
KAS VAR NONAKT ELPCELOS)]
Calcium dihydroxide

1305-62-0

[KALCIJA DIHIDROKSIDS (FRAKCIJA,
KAS VAR NONAKT ELPCELOS)]
Calcium dihydroxide

1305-62-0

[Kalcija hidroksids, frakcija, kas var nonakt
elpcelos (kalcija dihidroksids)]

Calcium dihydroxide

1305-62-0

[Kalcija hidroksids, frakcija, kas var nonakt
elpcelos (kalcija dihidroksids)]

Istermina ekspozicijas
ierobezojums:

Laika svértais vidgjais:

Laika sveértais vidgjais:

Istermina ekspozicijas
ierobezojums:

ITeteicams

ITeteicams

15 mindites

ECTLV

ECTLV

LV OEL

LV OEL
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Predicted No-Effect Concentration (PNEC):

Name on list Environmental | Ekspozicij | Vértiba Piezimes
Compartment |as laiks
mg/1 ppm mg/kg Citi
Flue dust, portland cement tidens 0,282 mg/1
68475-76-3 (saldiidens)
Flue dust, portland cement Tdens (jras 0,028 mg/1
68475-76-3 udens)
Flue dust, portland cement Notekiidenu 6 mg/l
68475-76-3 attiriSanas
ickarta
Flue dust, portland cement nogulsnes 0,875
68475-76-3 (saldiidens) mg/kg
Flue dust, portland cement nogulsnes (jiras 0,088
68475-76-3 tdens) mg/kg
Flue dust, portland cement Zeme 5 mg/kg
68475-76-3
Calcium dihydroxide tdens 0,49 mg/1
1305-62-0 (saldtidens)
Calcium dihydroxide Udens (jiras 0,32 mg/l
1305-62-0 tdens)
Calcium dihydroxide tdens 0,49 mg/1
1305-62-0 (neregularas
izpludes)
Calcium dihydroxide Notektidenu 3 mg/l
1305-62-0 attiriSanas
iekarta
Calcium dihydroxide Zeme 1080
1305-62-0 mg/kg
Derived No-Effect Level (DNEL):
Name on list Application Pamatojoti | Health Effect Exposure |Vertiba Piezimes
Area es uz Time
iedarbibas
Flue dust, portland cement Stradnieki ieelposana |Ilgstosa iedarbiba 0,84 mg/m3
68475-76-3 - lokali efekti
Flue dust, portland cement Stradnieki ieelpoSana | Akta/Tslaiciga 4 mg/m3
68475-76-3 iedarbiba - lokali
efekti
Flue dust, portland cement generalais ieelposana |Ilgstosa iedarbiba 0,84 mg/m3
68475-76-3 kopums - lokali efekti
Calcium dihydroxide Stradnieki Ieelposana | Akita/tslaiciga 4 mg/m3
1305-62-0 iedarbiba - lokali
efekti
Calcium dihydroxide Stradnieki Ieelposana |Ilgstosa iedarbiba 1 mg/m3
1305-62-0 - lokali efekti
Calcium dihydroxide generalais IeelpoSana | Akita/islaiciga 4 mg/m3
1305-62-0 kopums iedarbiba - lokali
efekti
Calcium dihydroxide generalais Ieelposana |Ilgstosa iedarbiba 1 mg/m3
1305-62-0 kopums - lokali efekti

Biologiskas ekspozicijas raditaji:

neviens

8.2. Iedarbibas parvaldiba:

Elposanas celu aizsardziba:

Gadijuma, ja veidojas putekli, m&s iesakam valkat pieme&rotu elposanas aizsardzibas aprikojumu ar dalinu filtru P (EN 14387).
So ieteikumu vajadz&étu pieskanot viet&jiem apstakliem.
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Roku aizsardziba:

Ilgstosaka kontakta gadijuma ir ieteicami no nitrila gumijas izgatavoti aizsargcimdi saskana ar EN 374.

materiala biezums > 0,1 mm

Perforacijas laiks > 480 minites

Ilgstosa un atkartota kontakta gadijuma lidzam nemt véra, ka faktiskais cimdu materiala caurspiesanas laiks var biit ievérojami
1saks, neka tas, kas noteikts atbilstosi EN 374. Vienmér parbaudit aizsargcimdu piem&rotibu lietosanai konkrétaja darba vieta
(pieméram, mehaniskai un termiskai spriedzei, saderibai ar produktu, antistatiskiem efektiem un citiem). P&c pirmajam izdilSanas
un plisuma pazimém cimdi ir nekavgjoties janomaina. Vienmér ievérot cimdu razotaju sniegto informaciju un to, kas dota
attiecigo aroda organizaciju noteikumos par drosibu riipnieciba. M&s iesakam, lai sadarbiba starp cimdu raZotaju un aroda
organizaciju tiktu izstradats vietgjiem darba apstakliem atbilsto$s roku aizsardzibas plans.

Acu aizsardziba:
Aizsargbrilles, kas var biit ciesi piegulosas.
Acu aizsardzibas lidzekliem ir jaatbilst EN 166.

Adas aizsardziba:
Puteklu necaurlaidigs darba apgérbs.
Aizsargapgerbam ir jaatbilst EN 14605 d&] skidruma Slakatam vai EN 13982 dél putekliem.

Ieteikumi par individualas aizsardzibas aprikojumu:

Informacija par individualas aizsardzibas lidzekliem ir paredzgta tikai ieteikuma noliika. Pirms $1 produkta lietoSanas, ir javeic
pilns riska novert&jums, lai noteiktu individualas aizsardzibas lidzeklu piemerotibu viet&jiem apstakliem. Individualas
aizsardzibas lidzekliem ir jaatbilst butiskajiem EN standartiem.

9. IEDALA. Fizikalas un kimiskas ipasibas

9.1. Informacija par pamata fizikalajam un kimiskajam Ipasibam

Piegades forma pulveris

Krasa Peléks

Smarza bez smarzas

Agregatstavoklis ciets

Kusanas punkts >1.000 °C (> 1832 °F)

SasalSanas temperatiira Nav piemérojams, Produkts ir ciets.

Virsanas sakuma punkts >1.000 °C (> 1832 °F)

Uzliesmojamiba The product is not flammable.

Eksplozijas robezas Nav piemérojams, Produkts ir ciets.

Uzliesmo$anas temperatiira Nav piemérojams, Produkts ir ciets.

Pasaizdeg8anas temperatiira Nav piemérojams, Produkts ir ciets.

NoardiSanas temperatiira Nav piemérojams, Viela/maisijums nav pasreag€joss, nav
organiskais peroksids un nesadalas paredzetajos lietoSanas apstaklos

pH 13

(20 °C (68 °F); Konc.: 10 % produkta; Skidinatajs:

Udens)

Viskozitate (kinematiska) Nav piemérojams, Produkts ir ciets.

Skidiba (kvalitativa) tident praktiski neskistoss - hidrauliski saistas Gidens iedarbiba

(20 °C (68 °F); Skidinatajs: Udens)

Sadalijuma koeficients: n-oktanols/tidens Nav piem&rojams
MaisTjums

Tvaika spiediens <0,1 hPa

(20 °C (68 °F))

Béruma blivums 1,44 - 1,76 kg/dm3 nav metodes / metode nav zinama

Relativais tvaika blivums: Nav piemérojams, Produkts ir ciets.

Dalinu raksturipasibas Dalinu izmérs < 3,2 mm Uz daudzumu balstita aprékina metode

9.2. CITA INFORMACIJA

Cita informacija nav attiecinama uz o produktu

10. IEDALA. Stabilitate un reagétsp¢ja

10.1. Reagetsp€ja
Nekads, ja tiek lietots paredz&tajam mérkim.
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10.2. Kimiska stabilitate
Stabils icteiktajos uzglabasanas apstaklos.

10.3. Bistamu reakciju iespéjamiba
Skatit reag€tsp&ja nodalu

10.4. Apstakli, no kuriem javairas
Nekads, ja tiek lietots paredz&tajam mérkim.

10.5. Nesaderigi materiali
Nekads, ja tiek lietots pareizi.

10.6. Bistami noardiSanas produkti
Nav zinams

11. IEDALA. Toksikologiska informacija

Visparéja toksikologiska informacija:

Maisjums ir klasificets, pamatojoties uz pieejamo informaciju par sastavdalu bistamibu, ka noteikts maisijumu klasificgsanas
kritérijos katrai bistamibas klasei vai diferencéSanai Regulas (EK) Nr. 1272/2008 I pielikuma. Biitiska pieejama veselibas /
ekologiska informacija vielam, kas minétas 3. nodala, ir nodro$inata talak.

11.1 Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasem

Akiita orala toksicitate:

MaisTjums ir klasificéts ar aprékina metodi, pamatojoties uz maisyjuma esoso vielu klasifikaciju.

Bistamas vielas Lieluma Vértiba Suga Metode

CAS Nr. tips

Silicija dioksids, kvarcs LD50 >5.050 mg/kg | zurka Nav precizéts

14808-60-7

Kalcija hidroksids LD50 >7.340 mg/kg | zurka OECD Guideline 401 (Acute Oral Toxicity)
1305-62-0

Akiita dermala toksicitate:

Maistjums ir klasificets ar aprékina metodi, pamatojoties uz maistjuma esoso vielu klasifikaciju.

Bistamas vielas Lieluma Vertiba Suga Metode

CAS Nr. tips

Silicija dioksids, kvarcs LD50 >2.000 mg/kg | Nav precizéts Nav precizéts

14808-60-7

Portlandcements, LD50 >2.000 mg/kg | trusis Limit Test

kimikalijas

65997-15-1

Kalcija hidroksids LD50 >2.500 mg/kg | trusis OECD Guideline 402 (Acute Dermal Toxicity)
1305-62-0

Akiita toksicitate ieelpojot:
Var izraisit elpcelu kairinajumu.
Par vielu dati nav pieejami.

Kodigums/kairinajums adai:

Maisijums ir klasificéts ar aprékina metodi, pamatojoties uz maisijuma esoso vielu klasifikaciju.

Bistamas vielas Rezultats Iedarbiba | Suga Metode

CAS Nr. s laiks

Kalcija hidroksids kairinoSs 4h trusis OECD Guideline 404 (Acute Dermal Irritation / Corrosion)
1305-62-0
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Nopietns acu bojajums/kairinajums:

MaisTjums ir klasificéts ar aprékina metodi, pamatojoties uz maisijuma esoso vielu klasifikaciju.

Bistamas vielas Rezultats Iedarbiba | Suga Metode
CAS Nr. s laiks
Portlandcements, kodigs eksperta vertéjums
kimikalijas
65997-15-1
Kalcija hidroksids Category 1 trusis OECD Guideline 405 (Acute Eye Irritation / Corrosion)
1305-62-0 (irreversible
effects on the
eye)

Elpcelu vai adas sensibilizacija:

Hromatu saturs samazinats. Nav nepiecieSams mark&t ka sensibilizgjosu.
Par vielu dati nav pieejami.

Mikroorganismu $iinu mutacija:

MaisTjums ir klasificéts pamatojoties uz robezvertibam, atsaucoties uz maisijuma esoso vielu klasifikaciju.

Bistamas vielas Rezultats Pétijuma tips Metaboliska Suga Metode
CAS Nr. /lietoSanas veids aktivizacija /
ekspozicijas laiks
Kalcija hidroksids negativs bakteriali pretgja ar un bez OECD vadlinija 471 (balteriali
1305-62-0 mutacijas parbaude pret&ja mutacijas parbaude)
(piem. Anus tests)
Kancerogénums

Dati nav pieejami.

Toksiskums reproduktivajai sistémai:

Dati nav pieejami.

Toksiskas ietekmes uz ipasu mérkorganu vienreizéja iedarbiba:

Maisijums ir klasificéts pamatojoties uz robezvertibam, atsaucoties uz maisijuma esoso vielu klasifikaciju.

Lappuse 9 no

Bistamas vielas Novértéjums Iedarbibas | Mérkorgani Piezimes
CAS Nr. cel§

Portlandcements, 3. kategorija ar elpoSanas celu

kimikalijas kairinasanu

65997-15-1

Kalcija hidroksids Var izraisit elpcelu kairindgjumu.

1305-62-0

Toksiskas ietekmes uz ipasu mérkorganu atkartota iedarbiba:

Dati nav pieejami.

Bistamiba ieelpojot:

Dati nav pieejami.
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11.2 Informacija par citiem apdraudéjumiem

Nav piemerojams
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12. IEDALA. Ekologiska informacija

Visparéja ekologiska informacija:

Praktiskas neskidinamibas d€] tideni notiek separacija katra filtracijas un sedimentacijas procesa.

Neizliet kanalizacija, augsné vai tdenstilpnés.

12.1. Toksicitate

Toksicitate (zivis):

Maisijums ir klasificéts ar aprékina metodi, pamatojoties uz maisijuma eso$o vielu klasifikaciju.

Talak esosaja tabula ir sniegti dati par maisijuma esoSajam klasificétajam vielam.

Bistamas vielas ILieluma [Vértiba ledarbibas Suga Metode

CAS Nr. tips laiks

Silicija dioksids, kvarcs LC50 1.000 mg/1 96 h INav precizéts IOECD Guideline 203 (Fish,
14808-60-7 |Acute Toxicity Test)
Portlandcements, kimikalijas [LC50 10.000 mg/1 96 h Brachydanio rerio (new name: |OECD Guideline 203 (Fish,
65997-15-1 Danio rerio) IAcute Toxicity Test)
Kalcija hidroksids LC50 50,6 mg/1 96 h Oncorhynchus mykiss IOECD Guideline 203 (Fish,
1305-62-0 IAcute Toxicity Test)

Toksiskums (@idens bezmugurkaulniekiem):

MaisTjums ir klasificéts ar aprékina metodi, pamatojoties uz maisyjuma esoso vielu klasifikaciju.

Talak esosaja tabula ir sniegti dati par maisTjuma eso$ajam klasific€tajam vielam.

Bistamas vielas ILieluma [Vértiba ledarbibas Suga Metode
CAS Nr. itips laiks
Silicija dioksids, kvarcs [EC50 > 1.000 mg/1 48 h Daphnia magna (OECD vadlinija 202
14808-60-7 (Dafniju sp. akiits
limobilizacijas tests)
Portlandcements, kimikalijas |[EC50 > 10.000 mg/1 24 h Daphnia magna (OECD vadlinija 202
65997-15-1 (Dafniju sp. akiits
limobilizacijas tests)
Diuimvadu putekli, IEC50 > 100 mg/1 48 h Daphnia magna IOECD vadlinija 202
portlandcements (Dafniju sp. akiits
68475-76-3 limobilizacijas tests)
Kalcija hidroksids IEC50 49,1 mg/l 48 h Daphnia magna IOECD vadlinija 202
1305-62-0 (Dafniju sp. akiits

limobilizacijas tests)

Hronisks toksiskums uidens bezmugurkaulniekiem:

Talak esosaja tabula ir sniegti dati par maisTjuma eso$ajam klasific€tajam vielam.

Bistamas vielas ILieluma [Vértiba ledarbibas Suga Metode

CAS Nr. itips laiks

Dumvadu putekli, EL10 68,2 mg/l 28 d Daphnia magna OECD 211 (Daphnia

portlandcements imagna, Reproduction Test)

68475-76-3

Kalcija hidroksids INOEC 32 mg/l 14d Crangon septemspinosa OECD Guideline 202

1305-62-0 (Daphnia sp. Chronic
Immobilisation Test)

Toksicitate (alges):
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Maisijums ir klasificéts ar aprékina metodi, pamatojoties uz maisijuma eso$o vielu klasifikaciju.

Talak esosaja tabula ir sniegti dati par maisTjuma eso$ajam klasificEtajam vielam.

Bistamas vielas ILieluma [Veértiba ledarbibas Suga Metode
CAS Nr. tips laiks
Silicija dioksids, kvarcs EC50 > 1.000 mg/1 72 h INav precizéts OECD vadlinija 201 (alges
14808-60-7 laugSanas inhibacijas tests)
Portlandcements, kimikalijas [NOEC |60 mg/l 72 h Selenastrum capricornutum ISO 8692 (Water Quality)
65997-15-1 (new name: Pseudokirchneriella

subcapitata)
Portlandcements, kimikalijas  |[EC50 440 mg/1 72 h Selenastrum capricornutum ISO 8692 (Water Quality)
65997-15-1 (new name: Pseudokirchneriella

subcapitata)
Dimvadu putekli, EL50 22,4 mg/l 72 h Desmodesmus subspicatus OECD vadlinija 201 (alges
portlandcements (reported as Scenedesmus laugSanas inhibacijas tests)
68475-76-3 subspicatus)
Dumvadu putekli, INOEL 6,25 mg/l 72 h Desmodesmus subspicatus OECD vadlinija 201 (alges
portlandcements (reported as Scenedesmus laugSanas inhibacijas tests)
68475-76-3 subspicatus)
Kalcija hidroksids IEC50 184,57 mg/1 72 h Pseudokirchneriella subcapitata [OECD vadlinija 201 (alges
1305-62-0 laugSanas inhibacijas tests)
Kalcija hidroksids INOEC 48 mg/l 72 h Pseudokirchneriella subcapitata [OECD vadlinija 201 (alges
1305-62-0 laugSanas inhibacijas tests)

Toksicitate mikroorganismiem:

MaisTjums ir klasificéts ar aprékina metodi, pamatojoties uz maisyjuma esoso vielu klasifikaciju.

Talak esosaja tabula ir sniegti dati par maisijuma eso$ajam klasific€tajam vielam.

Bistamas vielas ILieluma [Vértiba ledarbibas Suga Metode

CAS Nr. tips laiks

Silicija dioks1ds, kvarcs IECO > 1.000 mg/1 3 h INav precizéts IOECD Guideline 209

14808-60-7 (Activated Sludge,
Respiration Inhibition Test)

Portlandcements, kimikalijas |[ECO 10.000 mg/1 30 min Pseudomonas putida IDIN 38412, part 27

65997-15-1 (Bacterial oxygen
consumption test)

Kalcija hidroksids [EC20 229,2 mg/l 3h lactivated sludge of a IOECD Guideline 209

1305-62-0 predominantly domestic sewage ((Activated Sludge,
Respiration Inhibition Test)

12.2. Noturiba un spéja noardities

Dati nav pieejami.

12.3. Bioakumulacijas potencials

Dati nav pieejami.

12.4. Mobilitate augsné
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Dati nav pieejami.
12.5. PBT un vPvB ekspertizes rezultati

Talak esosaja tabula ir sniegti dati par maisijuma esosajam klasificétajam vielam.

Bistamas vielas PBT / vPvB

CAS Nr.

Silicija dioksids, kvarcs According to Annex XIII to Regulation (EC) No 1907/2006, a PBT and vPvB assessment shall
14808-60-7 not be conducted for inorganic substances.

Portlandcements, kimikalijas According to Annex XIII to Regulation (EC) No 1907/2006, a PBT and vPvB assessment shall
65997-15-1 not be conducted for inorganic substances.

Diimvadu putekli, portlandcements According to Annex XIII to Regulation (EC) No 1907/2006, a PBT and vPvB assessment shall
68475-76-3 not be conducted for inorganic substances.

Kalcija hidroksids Neatbilst noturiga, bioakumulativa un toksiska (PBT), loti noturiga un loti bioakumulativa
1305-62-0 (vPvB) kritérijiem.

12.6. Endokrini disruptivas ipasibas
Nav piem&rojams
12.7. Citas nelabveéligas ietekmes

Dati nav pieejami.

13. IEDALA. Apsvérumi, kas saistiti ar apsaimniekoSanu

13.1. Atkritumu apstrades metodes

Produkta likvidésana:
Atkritumus un atlikumus likvidét saskana ar viet€jo varas organu prasibam.

Neattirita iepakojuma likvidésana:
Parstradei izmantot tikai pilniba iztukSotu iepakojumu.

Atkritumu kods
170106
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14. IEDALA. Informacija par transportésanu

14.1. ANO numurs vai ID numurs

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14.2. ANO siitiSanas nosaukums

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14.3. Transportésanas bistamibas klase(-es)

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14 4. Iepakojuma grupa

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14.5. Vides apdraudéjumi

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14.6. Ipasi piesardzibas pasakumi lietotajiem

Nav bistams saskana ar RID, ADR, ADN, IMDG, IATA-DGR.
14.7. Beztaras kravu juras parvadajumi saskana ar SJO instrumentiem

Nav piemérojams

15. IEDALA. Informacija par reguléjumu

Informacija nav pieejama:

15.1. Drosibas, veselibas jomas un vides noteikumi/normativie akti, kas ipasi attiecas uz vielam un maisijumiem

Ozona slani noardosa viela (ODS) (Regula (EK) Nr. 2024/590): Nav piemérojams
Ieprieks norunata piekrisana (PIC) (Regula (ES) Nr. 649/2012): Nav piemérojams
Noturigie organiskie piesarnotaji (POPs) (Regula (ES) 2019/1021): Nav piemérojams

15.2. Kimiskas drosibas novértéjums
Kimiskas drosibas noveértgjums nav veikts.
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16. IEDALA. Cita informacija

Produkta mark&jums ir noradits 2. nodala. Visu saisinajumu, kuri $aja drosibas datu lapa ir uzraditi ar kodiem, pilni teksti ir
sekojosi:

H315 Kairina adu.

H317 Var izraisit alergisku adas reakciju.

H318 Izraisa nopietnus acu bojajumus.

H335 Var izraisit elpcelu kairinajumu.

ED: Viela ir identificéta ka tada, kam piemit endokrini disruptivas ipasibas

EU OEL: Viela, kurai ir konkretiz&tas Savienibas arodekspozicijas robezvertibas

EU EXPLD 1: Viela, kas minéta Regulas (EK) Nr.2019/1148 I pielikuma

EU EXPLD 2 Viela, kas minéta Regulas (EK) Nr.2019/1148 II pielikuma

SVHC: Viela, kas izraisa liclas bazas (REACH kandidatu saraksts)

PBT: Viela atbilst noturigas, bioakumulativas un toksiskas vielas krit€rijiem

PBT/vPvB: Viela atbilst noturigas, bioakumulativas un toksiskas un loti noturigas un loti bioakumulativas
vielas kriterijiem

vPvB: Viela atbilst loti noturigas un loti bioakumulativas vielas kriterijiem

Turpmaka informacija:
Si drosibas datu lapa ir sagatavota Henkel produktu pardoanai pusém, kas tos pérk no Henkel, ta pamatojas uz Regulu (EK)
Nr. 1907/2006 un sniedz informaciju tikai saskana Eiropas Savieniba piemérojamiem noteikumiem. Saja sakara netiek
sniegts nekads pazinojums, garantija vai jebkada veida parstaviba par atbilstibu jebkadas citas jurisdikcijas vai teritorijas, kas
nav Eiropas Savieniba, tiesibu aktiem vai noteikumiem. Eksport&jot uz teritorijam, kas nav Eiropas Savieniba, liidzu,
konsultgjieties par prasibam attiecigajai drosibas datu lapai attiecigaja teritorija, lai nodroSinatu atbilstibu, vai, pirms eksporta
uz teritorijam, kas nav Eiropas Savieniba, darbojieties saskanoti ar Henkel Produktu drosibas un Reglamentgjoso lietu
Departamentu (SDSinfo.Adhesive@henkel.com).

St informacija pamatojas uz miisu pasreizgjo zinaanu Iimeni un attiecas uz produktu stavokli, kada tas tiek piegadats. Ta ir
paredzéta, lai aprakstitu musu produktus no drosibas prasibu viedokla, un nav paredzéta, lai garantétu jebkadas specifiskas
pasibas.

Cienttais klient,

Henkel ir apn€mies radit ilgtsp&jigu nakotni, veicinot iesp&jas visa vertibu kede. Ja velaties sniegt ieguldijumu, parejot no
papira DDL uz tas elektronisko versiju, liidzu, sazinieties ar vietjo klientu apkalposanas dienesta parstavi. Mes iesakam
izmantot bezpersonisku e-pasta adresi (pieméram, SDS@your_company.com).

Biitiskas izmainas $aja drosibas datu lapa ir noraditas ar vertikalam linijam ST dokumenta Kkreisaja mala. Attiecigais
teksts ir izcelts cita krasa uz noénota fona.



